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RULES AND REGULATIONS FOR THE 


CLASSIFICATION OF SHIPS, July 2013 


Notice No. 6 


This Notice contains amendments within the following Sections of the Rules and Regulations for the 
Classification of Ships, July 2013. The amendments are effective on the dates shown: 


Part 


NOT OO wo + 


Chapter 


Section 


Effective 
date 


1 January 201 


4 4 


January 20 


4 4 


January 20 


4 4 


January 20 


4 


1 January 20 


4 


4 
4 
4 
1 January 2014 
4 
4 
4 


January 201 


It will be noted that the amendments also include corrigenda, which are effective from the date of this Notice. 


The Rules and Regulations for the Classification of Ships, July 2013 are to be read in conjunction with this 
Notice No. 6. The status of the Rules is now: 


Rules for Ships 
Notice No. 
Notice No. 
Notice No. 
Notice No. 
Notice No. 
Notice No. 


OakWN + 


Effective date: 
Effective date: 
Effective date: 
Effective date: 
Effective date: 
Effective date: 
Effective date: 


July 2013 

1 July 2013 

1 August 2013 & Corrigenda 

1 September 2013 & 1 January 2014 
1 September 2013 

1 January 2014 

1 January 2014 


Part 1, Chapter 2 & Part 3, Chapter 16 


Part 1, Chapter 2 
Classification Regulations 


Effective date 1 January 2014 


E Section 2 
Character of classification and 
class notations 


2.8 Descriptive notes 


(Part only shown) 

2.8.3 Where LR’s ShipRight procedures for the 
following have been applied on a voluntary basis, ther a 
descriptive note will, at the Owner’s request, be entered in 
column 6 of the Register Book, preceded by the word 
ShipRight (see also ShipRight Procedures Overview, Pt 3, 
Ch 16 and Pt 5, Ch 21): 


SRtP Safe Return to Port and Orderly Evacuation. To be 
applied where the design appraisal and survey of vessel has 
been performed in accordance with the ShipRight Procedure 
where vessels are required to comply with Safe Return to 
Port and Orderly Evacuation. 


Part 3, Chapter 16 
ShipRight Procedures for the Design, Construction and Lifetime Care of Ships 


Effective date 1 January 2014 


E Section 11 
Safe return to port and orderly 
evacuation 


11.1 Safe Return to Port and Orderly Evacuation - 
Descriptive Note SRtP 


11.1.1. Compliance with this procedure is optional. A ship 
meeting the requirements of this procedure will be eligible for 
a ShipRight SRtP Descriptive Note, which will be recorded in 
column 6 of the Register Book. 


Part 5, Chapter 12 
Piping Design Requirements 


Effective date 1 January 2014 


w Section 9 
Piping for LPG/LNG carriers, gas 
fuelled ships and classed 
refrigeration systems 


9.6 Valves for cryogenic temperature service 


9.6.1 Each size and type of valve intended to be used at 
a working temperature below -55°C shall be approved 
through design appraisal and prototype testing. 


Existing paragraph 9.6.1 has been renumbered 9.6.2. 


Part 5, Chapter 13 
Ship Piping Systems 


Effective date 1 January 2014 


a Section 12 
Air, overflow and sounding pipes 


12.7 Air pipe closing appliances 


12.7.1. The closing appliances fitted to tank air pipes in 
accordance with Pt 3, Ch 12,3 are to be of an automatic 
opening type which will allow the free passage of air or liquid 
to prevent the tanks being subjected to a pressure or vacuum 
greater than that for which they are designed, and prevent the 
free entry of water into the tanks. 


12.7.9 In the case of air pipe closing devices of the float 
type, suitable guides are to be provided to ensure un- 
obstructed operation under all working conditions of heel and 
trim as specified in 12.7.4. 


Part 5, Chapters 12 & 13 


Part 5, Chapters 19 & 23 


Part 5, Chapter 19 
Steering Gear 


Effective date 1 January 2014 


a Section 6 
Emergency power 


6.1 General 


6.1.1 Where the rudder stock is required to be over 
230 mm diameter in way of the tiller, excluding strengthening 
for navigation in ice, or for ships fitted with podded propulsion 
units or water jet systems where the power per propulsion unit 
exceeds 2,500 kW, an alternative power supply, sufficient at 
least to supply the steering arrangements which comply with 
the requirements of 2.1.3 and also its associated control 
system and the steering respeaAse angle indicator, shall be 
provided automatically, within 45 seconds, either from the 
emergency source of electrical power or from an independent 
source of power located in the steering gear compartment. 
This independent source of power shall be used only for this 
purpose. 


Part 5, Chapter 23 
Safe Return to Port and Orderly Evacuation and Abandonment in Passenger Ships 


Effective date 1 January 2014 


E Section 1 
General 


1.1 Scope and application 


MIRS The requirements of this Chapter should be read in 
conjunction with LR’s ShipRight Procedure SRtP. Where the 
requirements of this Chapter and ShipRight SRtP are 
complied with, the vessel will be assigned the Descriptive 
Note SRtP. 

NOTE 

Vessels without the descriptive note should also be appraised, 
using the ShipRight Procedure SRtP Appendix 1 and 2 unless 
otherwise advised. 


Existing paragraph 1.1.3 has been renumbered 1.1.4. 


444 1.1.5 For passenger ships having a length of 120 m 


or more, or having three or more main vertical zones, the 
requirements of Sections 1 to 5 apply. Feretherpassernger 
oe , f Sesti ; 


LG For other passenger ships not covered by 1.1.5, 
the requirements of Sections 2 and 4 are not applicable. The 
requirements of Section 3 shall be restricted to the qualitative 
failure analysis described in 3.2.2. 


Existing paragraph 1.1.5 has been renumbered 1.1.7. 


a Section 3 
Qualitative failure analysis for 
propulsion and, steering and 
essential services 


3.1 General 


j , ; 


E Section 5 
Verification, testing and trials 


5.1 General 


5.1.1 Activities, including testing and trials, are to be 
carried out to verify that the services described in Sections 2 
and 4 may be provided in the event of fire or flooding to the 
satisfaction of LR, see 1.1.3 and 1.4.12. These activities are to 
include at least those in 5.1.2 and 5.1.3. 


carried out to verify the ability of each essential system to 
provide capabilities in line with the design criteria. This test- 
ing is to be completed during harbour acceptance trials and 
sea trials, to the satisfaction of LR. 


5.1.3 Scenario testing is to be carried out, verifying the 

ability of all the essential systems to provide the required 

capabilities under the identified fire and flooding casualties, 

taking full account of interaction and dependencies between 

the essential systems. Tests can be performed during harbour 

acceptance trials; however, certain scenarios will be required 

to be tested under sea-going conditions, where performance 

can only be properly verified during trials at sea (e.g., naviga- 

tional systems, manoeuvrability, etc.). Testing of at least six 

scenarios is to be completed and is to include at least: 

a) loss of a Main Vertical Zone; 

b) casualty that results in the largest reduction in propul- 
sion power; 

c) casualty that results in the largest reduction in steering 
capability; 

d) casualty that results in the most manual actions; 

e) casualty with the highest fire risk/load; and 

f) casualty affecting the greatest number of essential 
systems. 

Note: It is acceptable that scenarios (b), (c), (d), (e) and (f) may 

be covered by the same test if applicable. 


Part 5, Chapter 23 


5.1.4 The above testing is to verify: 

(a) The effect of a specific component failure. 

(o) The effectiveness of automatic/manual isolation systems. 

(c) The behaviour of any interlocks that may inhibit opera- 
tion of essential systems. 


5.2 Trials 


5.2.1 In addition to the requirements for sea trials in 
Ch 1,5.2, trials are to be carried out to demonstrate that an 
acceptable service speed and steering capability for return to 
port can be achieved in the event of fire or flooding, see 
2.1.2(a) and, (b) and 5.1.3. The operational envelope(s) under 
the failure conditions is(are) to be determined. 


Part 7, Chapter 2 


Part 7, Chapter 2 
Ships with Installed Process Plant for Chemicals, 
Liquefied Gases and Related Products 


Effective date 1 January 2014 


E Section 1 
Introduction 


1.1 Scope 


1.1.1 This Chapter is intended for the classification of 
self-propelled or non-self-propelled ships with specialised 
structures which have plant installed on board for the 
processing of chemicals, liquefied gases and related 
products, where permitted by the Flag Administration, and 
which fall into one of the following environmental categories: 


1A Ships which have plants operable while navigat- 
ing at sea. 

1B Ships which have plants operable at sea, but only 
while the ship is attached to an offshore mooring 
facility. 

2 Ships which can navigate at sea, but whose 


plants are intended to be operated only while the 
ships are in harbour or similarly protected waters. 

3 Specialised ships, including pontoons, barges 
and similar structures which are designed as sea 
transportation vehicles to carry non-operative 
process plants, but which are specially 
constructed to be fully supported by the sea bed 
when the plants are operative. 


Copyright © Lloyd’s Register Group Limited. 2014 
Published by Lloyd’s Register 
Registered office 
71 Fenchurch Street, London, EC3M 4BS 
United Kingdom 


